
• Manufactured from HDPE.
• UV stabilised.
• Heavy duty, robust.
• Smooth internal lines.
• No sharp edges.
• Positive lock duct tabs.
• Insulation meets AS1530 part 3.
• Insulation material LDPE, thickness 5mm.

PVC POLY INSULATED METAL

Duct Size (mm) Order Code Order Code Order Code Order Code

100-100-100  DCT2182

125-125-125  DCT2183

150-100-100  DCT0079

150-125-125  DCT0707

150-150-150  DCT2184  DCT1233

200-150-150  DCT0379  DCT0865

200-200-200  DCT0376  DCT0955

250-150-150

250-200-200  DCT0471  DCT0866

250-250-250

300-200-200

300-250-250  DCT0717  DCT0868

300-300-200  DCT4190

300-300-300  DCT0494  DCT0869

350-250-250  DCT1433  DCT1034

350-300-300  DCT0718  DCT0870

350-350-350  DCT0776  DCT0871

400-250-250

400-300-200  DCT4191

400-300-300  DCT0777  DCT0872

400-350-300  DCT0813  DCT0873

400-350-350  DCT0778  DCT0874

400-400-200  DCT4192

400-400-250  DCT4193

400-400-350  DCT1116  DCT1128

400-400-400

450-300-300

‘Y’ BRANCH

100-100-100 ‘Y’ Branch

Products with the “order code” shown are generally ex. stock lines, 
however, other products are available to order.  

Note

3. Insulated versions may not be ex-stock but will generally be available   
 within 2-3 days of ordering.

4. Should you have an ongoing requirement for an item that is not a standard   
 stock line – PLEASE discuss with us and we will review stocking the item for you.

1. Combinations of sizes which are not ex. stock can be made up using 
 a suitable body and the relevant reducers and fi tting joiners poly.

2. Nude combination fi ttings will be supplied in component form. 
 We do NOT assemble.
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