TECHNICAL DATA
DIMENSION INFORMATION (MM)

Models A B C D E F G H
EL100 130 155 90 100 27 140 74 98
EL125 150 155 99 118 27 170 74 118
EL150 200 143 170 185 200 74 148

o Dimensions - EL100 o Dimensions - EL125 o Dimensions - EL150 Fan
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TECHNICAL SPECIFICATION

Models EL100 EL125 EL150 ° Dimensions - EL Extract-a-lite Diffuser
Fan CFD200 ID125 Hyper
Power 220 - 240V 220 - 240V 220 - 240V — 1 —
Fan Performance 31 1/s, 110m%hr 36 I/s, 130m%hr 89 I/s, 320m?/hr GT
Fan Wattage 45W 25W 38W i
MaximumPressure 120 Pa 35 Pa 135 Pa —
Fan Speed 1400 rpm 2000 rpm 2650 rpm
Light 12V 50W 12V 50w 12V 50w

Halogen Halogen Halogen
Total Wattage 95W 75W 88W
Sound Level 45 dB(A) 41 dB(A) 46 db(A)
Max. Operating 40°C 40°C 70°C
Temp
IP Rating IPX4 IPX4 IPX2

° Performance - EL100

° Performance - EL125

o Performance - EL150
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