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681MT16

681MT10PB

DESCRIPTION:

681MT16 Single 600 Series push
button switch module,
single pole two way
with optional LED

RATING:
250V a.c., 50Hz
- 16A resistive, 16AX fluorescent

For detailed wiring options see
reverse

INSTALLATION PROCESS:

\1. Clip Front hpusing

DESCRIPTION:

681MT10PB Single 600 Series
N/O - N/C push
button switch
module, with
optional LED

RATING:

250V a.c., 50Hz

- 10A resistive
24V d.c.

- 10A resistive
M50 Motor Rating

3. Clip retainer to
front housing

2. Clip switch to
front housing

to sub-plate
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681MT16 WIRING OPTIONS:

Power Available Switch On Indication
(LED Permanently On) (LED On, Switch On)

N N

Loop
AP Terminal  pp

Load

Loop
Terminal

Switch Locator
(LED On, Switch Off)

N

Loop
Terminal

LED wires

Note: LED is factory fitted and is not replaceable. LED does not have to be connected if not

required.

Wiring diagram for
Push Button

600RM

equivalent of
Intermediate
Switch.

Note: must be

/O N/C,

used in

conjunction with

N

a 600RM Relay
Module.

681MT10PB:

N/O: Wire as above

N/C: For this option connect the load to the ‘2" terminal
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Switch Locator
(LED On, Switch Off)

Terminal

LED wires

Note: LED is factory fitted and is not replaceable. LED does not have to be connected if not

required.
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Push Button

600RM

equivalent of
Intermediate
Switch.
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used in

conjunction with

a 600RM Relay
Module.
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