Product data sheet PDL692XWH

Characteristics Socket Outlet 600 Series - Twin switched -
Assembled - Vertical - Extra switch - 250V - 10
A - White
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Control type Rocker 2 é é
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Installation direction Vertical 88E
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Device mounting Surface 5L2
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Fixing center 84 mm %%g
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Ambient air temperature for operation -10...40 °C % §§
Cable cross section 3x2.5mm? £3 Z
Cut-out dimensions 50 mm g i‘g
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Quantity per set Setof 5 SEF
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Neither Schneider Electric Industries SAS nor any of its affiliates or subsidiaries shall be responsible or liable for misuse of the information contained herein.


http://www2.schneider-electric.com/sites/corporate/en/products-services/green-premium/green-premium.page

Offer Sustainability

Sustainable offer status Green Premium product
REACh Regulation 7
EU RoHS Directive Compliant 7]
Mercury free Yes
RoHS exemption information 7y
China RoHS Regulation 7]
Environmental Disclosure &
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https://checkaproduct.se.com/DistantRequestDispatcher.aspx?action=exportPdfReach&pid=84838020&lang=en-us
https://checkaproduct.se.com/DistantRequestDispatcher.aspx?action=export&pid=84838020&lang=en-us
https://checkaproduct.se.com/DistantRequestDispatcher.aspx?action=export&pid=84838020&lang=en-us
https://checkaproduct.se.com/DistantRequestDispatcher.aspx?action=exportPdfRoHsChina&pid=84838020&lang=en-us
https://download.schneider-electric.com/files?p_Doc_Ref=ENVPEP120506EN

