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Product data sheet
Characteristics

VW3A3327
Profinet - communication card

Main
Product or component
type

Communication card

Range compatibility Altivar 71
Altivar 61

Communication port
protocol

MRP (Media Redundancy Protocol)
Profinet

Connector type 2 RJ45 connectors
Transmission rate 100 Mbits
Physical interface RJ45 for Profinet
Web services Drive recorder

Security
Ethernet/IP setup
Data editor
Multi-language services
Drive parameters
IPar client settings
FDR Agent
Save/Restore drive configuration
Drive monitor
Ethernet statistics

Complementary
Exchange mode Full duplex
Communication data link MAC : IEEE 802.3

LLC : IEEE 802.2
Communication network type Ethernet CiA 402 conforming to IEC 61800-7-201

Ethernet PROFIdrive
Communication transport type TCP CiA 402 conforming to IEC 61800-7-201

UDP PROFIdrive
RT (real-time)

Web server Embedded
Communication service FTP

IPar-server
Display type 1 LED for Link (Link Status)

1 LED for MS (Module Status)
1 LED for NS (Network Status)
1 LED for TX/RX (Transmit/Receive port 1)
1 LED for TX/RX (Transmit/Receive port 2)

Product weight 0.287 kg

Packing Units
Unit Type of Package 1 PCE
Number of Units in Package 1 1
Package 1 Weight 287 g
Package 1 Height 7.2 cm
Package 1 width 17 cm
Package 1 Length 23.3 cm
Unit Type of Package 2 S03
Number of Units in Package 2 7
Package 2 Weight 2.419 kg
Package 2 Height 30 cm

http://www2.schneider-electric.com/sites/corporate/en/products-services/green-premium/green-premium.page
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Package 2 width 30 cm
Package 2 Length 40 cm
Unit Type of Package 3 P06
Number of Units in Package 3 56
Package 3 Weight 30.276 kg
Package 3 Height 80 cm
Package 3 width 80 cm
Package 3 Length 60 cm

Offer Sustainability
Sustainable offer status Green Premium product
REACh Regulation REACh Declaration
EU RoHS Directive Pro-active compliance (Product out of EU RoHS legal scope) EU RoHS

Declaration
Mercury free Yes
RoHS exemption information Yes
China RoHS Regulation China RoHS Declaration
Environmental Disclosure Product Environmental Profile
PVC free Yes

https://checkaproduct.se.com/DistantRequestDispatcher.aspx?action=exportPdfReach&pid=432941362&lang=en-us
https://checkaproduct.se.com/DistantRequestDispatcher.aspx?action=export&pid=432941362&lang=en-us
https://checkaproduct.se.com/DistantRequestDispatcher.aspx?action=export&pid=432941362&lang=en-us
https://checkaproduct.se.com/DistantRequestDispatcher.aspx?action=export&pid=432941362&lang=en-us
https://checkaproduct.se.com/DistantRequestDispatcher.aspx?action=exportPdfRoHsChina&pid=432941362&lang=en-us
https://download.schneider-electric.com/files?p_Doc_Ref=ENVPEP2010008EN

