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Product data sheet
Characteristics

VW3A8106
Modbus multidrop connection kit for PC serial
port

Main
Range of product Power Suite
Accessory / separate
part category

Connection accessories

Accessory / separate
part type

Connection kit

Accessory / separate
part designation

Modbus multidrop connection kit for PC serial port

Accessory / separate
part destination

PC serial port

Complementary
Range compatibility Altivar 11

Altivar 71Q
Altivar 212
CANopen
Twido
Altivar 61Q
Altivar 71
Altivar 21
TeSys T
Altivar 61
Altivar Machine ATV340 except Sercos drives

Kit composition 1 RJ45/9-way SUB-D adaptor for connecting ATV68 drive
1 RJ45/SUB-D 9 adaptor for connecting ATV 38/58/58F drives
1 cable 3 m with 2 RJ45 connectors
1 RJ45/SUB-D 9 adaptor for connecting ATV11 drive
1 RS232/RS485 converter with 1 female SUB-D 9 connector and 1 RJ45
connector
1 converter with one 4-way male and 1 RJ45 connector for connecting ATV11
drive

Packing Units
Unit Type of Package 1 PCE
Number of Units in Package 1 1
Package 1 Weight 404 g
Package 1 Height 7.4 cm
Package 1 width 23 cm
Package 1 Length 16.6 cm
Unit Type of Package 2 P06
Number of Units in Package 2 56
Package 2 Weight 37.396 kg
Package 2 Height 77 cm
Package 2 width 60 cm
Package 2 Length 80 cm
Unit Type of Package 3 S03
Number of Units in Package 3 7
Package 3 Weight 3.261 kg
Package 3 Height 30 cm



2

Package 3 width 30 cm
Package 3 Length 40 cm

Offer Sustainability
REACh Regulation REACh Declaration
EU RoHS Directive Pro-active compliance (Product out of EU RoHS legal scope) EU RoHS

Declaration
Mercury free Yes
RoHS exemption information Yes
China RoHS Regulation China RoHS Declaration

Contractual warranty
Warranty 18 months

https://checkaproduct.se.com/DistantRequestDispatcher.aspx?action=exportPdfReach&pid=6942118&lang=en-us
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