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Product data sheet
Characteristics

VW3A9805
plate for mounting on symmetrical DIN rail - for
variable speed drive

Main
Range of product Altivar
Accessory / separate
part category

Mounting and fixing accessories

Accessory / separate
part type

Mounting plate

Product compatibility ATV12HU15M2
ATV12H075F1
ATV12HU15M3
ATV12HU22M2
ATV12HU22M3
ATV312H037N4
ATV312H055N4
ATV312H075N4
ATV312H075S6
ATV312HU11M2
ATV312HU11M3
ATV312HU11N4
ATV312HU15M2
ATV312HU15M3
ATV312HU15N4
ATV312HU15S6
ATV312HU22M3
Variable speed drive ATV320...C at 1.1 kW,
200...240 V, single phase
Variable speed drive ATV320...C at 1.5 kW,
200...240 V, single phase
Variable speed drive ATV320...C at 2.2 kW,
200...240 V, single phase
Variable speed drive ATV320...C at 0.37 kW,
380...500 V, three phase
Variable speed drive ATV320...C at 0.55 kW,
380...500 V, three phase
Variable speed drive ATV320...C at 0.75 kW,
380...500 V, three phase
Variable speed drive ATV320...C at 1.1 kW,
380...500 V, three phase
Variable speed drive ATV320...C at 1.5 kW,
380...500 V, three phase
Variable speed drive ATV320...C at 0.75 kW,
525...600 V, three phase
Variable speed drive ATV320...C at 1.5 kW,
525...600 V, three phase

Accessory / separate
part destination

Variable speed drive

Range compatibility Altivar 312
Altivar 12
Altivar 312 Solar
Altivar Machine ATV320

Complementary
Mounting support 35 mm symmetrical DIN rail
Product weight 0.385 kg
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Packing Units
Unit Type of Package 1 PCE
Number of Units in Package 1 1
Package 1 Weight 386 g
Package 1 Height 7.2 cm
Package 1 width 23 cm
Package 1 Length 17.4 cm
Unit Type of Package 2 S06
Number of Units in Package 2 50
Package 2 Weight 32.4 kg
Package 2 Height 73.5 cm
Package 2 width 60 cm
Package 2 Length 80 cm

Offer Sustainability
REACh Regulation REACh Declaration
REACh free of SVHC Yes
EU RoHS Directive Pro-active compliance (Product out of EU RoHS legal scope) EU RoHS

Declaration
Mercury free Yes
RoHS exemption information Yes
China RoHS Regulation China RoHS Declaration

Contractual warranty
Warranty 18 months

https://checkaproduct.se.com/DistantRequestDispatcher.aspx?action=exportPdfReach&pid=7924105&lang=en-us
https://checkaproduct.se.com/DistantRequestDispatcher.aspx?action=export&pid=7924105&lang=en-us
https://checkaproduct.se.com/DistantRequestDispatcher.aspx?action=export&pid=7924105&lang=en-us
https://checkaproduct.se.com/DistantRequestDispatcher.aspx?action=export&pid=7924105&lang=en-us
https://checkaproduct.se.com/DistantRequestDispatcher.aspx?action=exportPdfRoHsChina&pid=7924105&lang=en-us
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Product data sheet
Dimensions Drawings

VW3A9805

Dimensions


