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In conjunction with the One-Waste management approach from Chorus,  Wavecom have 
an approved solution for managing the fibre waste generated during your work. 
 
The Fibre bucket & Fibre can have been approved for use by Chorus and are designed 
specifically to comply with the Chorus Health & Safety Requirements for January 2018  
 

Complies with Chorus Optical Heath and Safety Guidelines (ND0585)v1.0 and is approved 

for use by Chorus contractors 

 

Fibre Can Features     Fibre Bucket Features 

➢ Volume : 1 litre ➢ Volume : 10 litres 
➢ Child Proof Locking lid 

 

➢ Self Locking,screw top lid 

➢ UN Approved for storage of DG materials. ➢ UN Approved for storage of DG materials 
➢ One-Time use, discard when full ➢ Re-Usable, empty into fibre waste storage 
➢ Meets Standards : 1H2/Y3/S/16 CN/1200128 

 

➢ Meets Standards : 1H2/Y12/S/16CN/1200128 

Fibre Waste Bucket & Can – WC-FWB/WC-FWC 
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TECHNICAL SPECIFICATION 

Parameters Units Fibre Waste Can Fibre Waste Bucket 

Dimensions mm 193h x 98dia 260h x 286dia 

Volume Litres 1 10 

Material  High Density Polyethylene (HD PE) Polypropylene (PP) 

Colour  White 

Compliant to Store Dangerous Goods  1H2/Y3/S/16 : CN/1200128 1H2/Y12/S/16 : CN/1200128 

 

 

ORDERING INFORMATION 

Pat Number Description 

WC-FWC Fibre Waste Can 

WC-FWB Fibre Waste Bucket 

 

Specifications Subject to change without notice 

mailto:info@wavecom.co.nz

